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Spring loaded sealed piston construction.
Encapsulated design for protection against dirt.
Non adjustable differential type.
Three mounting styles viz Subplate, Face and Threaded.
Four pressure ranges adjustable upto 50, 100, 350 & 420 bar.
Plug-in connector conforming to DIN 43650 / ISO 4400 for
electrical connection as standard feature.
Transparent plug-in connector is available with LED.

PRISM HYDRAULICS PVT. LTD.
B-23 Angol Indl. Estate,
Udyambag,
Belgaum - 590 008 . INDIA.
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Subplate mounting
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40Ø5.5 drill,  2 Nos.
on 44 p.c.d. for mounting
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M5 tap, 10 deep,
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Mounting interface

Valve fixing screws  M5x75L
Tightening torque    9 Nm

Valve fixing screws  M5x50L
Tightening torque    9 Nm
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Subplate
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Ø5 drill, thru,
2 Nos.

M6 tap, 8 deep,
2 Nos.

M5 tap, 2 nos.

Technical Specifications
Construction  . . . . . . . . . . . . . . . . . . . . . . . . . .   Spring loaded sealed piston type
Mounting style  . . . . . . . . . . . . . . . . . . . . . . . . . Subplate,Face & Threaded type
Interface  . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . Factory standard
Mounting position . . . . . . . . . . . . . . . . . . . . . .   Optional.
Hydraulic medium . . . . . . . . . . . . . . . . . . . . . .   Mineral oil
Viscosity range  . . . . . . . . . . . . . . . . . . . . . . . . 10 to 380 cSt
Fluid temperature range . . . . . . . . . . . . . . . . . .   -20 to +70 degree celcius
Oil cleanliness requirement . . . . . . . . . . . . . . .    As per I.S.O. 16/13
Maximum operating pressure . . . . . . . . . . . . . .    420 bar for all models
Pressure ranges available . . . . . . . . . . . . . . . .     Adjustable upto 50,100,350 & 420 bar
Switching pressure differential . . . . . . . . . . . . .     Refer graph
Switching frequency . . . . . . . . . . . . . . . . . . . . .  120 / min
Switching accuracy . . . . . . . . . . . . . . . . . . . . . . < 1%
Life  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 million cycles min.
Electrical rating . . . . . . . . . . . . . . . . . . . . . . . . .  250 VAC   5.0 A

              50  VAC   1.0 A
                          250 VDC  0.2 A

Electrical connection . . . . . . . . . . . . . . . . . . . .    Plug-in connector conforms to DIN 43650, ISO 4400.
              Transperant plug-in connector with LED, for

an indication when line pressure is above set pressure
        230 VAC  5 A max.
        24  VDC  1 A max.

Mass . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pressure switch . . . 0.95 kg. Subplate . . . .0.13 kg.
Pressure settings ( bar ) . . . . . . . . . . . . . . . . . ..

Model
Increasing pressure
Min Max

Decreasing pressure
Min Max

HES-50 8 50 5 44

HES-100 14 100 10 90

HES-350 25 350 20 330

HES-420 28 420 22 390

[3 ]

Note :- Subplate to be ordered seperately.
            Ordering code for subplate HESG01
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All rights reserved
subject to change.

Switching pressure differential graph

Ordering Code
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Hydro-electric pr. switch
with non adjustable differential

Subplate mtg.

Face mtg.

Threaded type

P

F

G

Pressure  adjustment

Hand knob

Set screw

H

S

Working pr (bar)
50,100,350 & 420

24 VDC

230 VAC

Omit if not reqd.

connector
With LED

Design code sub. to change.
Installation dimns. remain same
for design code  01 thru 09


